
 

 
MOBILE SEED PROCESSING PLANTS 

 

 
 

Above Photograph: 1 tonne/ hour rice multiplication system for Senegal. 

 
Alvan Blanch offer a range of mobile seed processing systems for cleaning 
and chemical treatment of grain for multiplication purposes according to 
each client’s specific requirements. Capacities from 1 to 10 tonne/ hour. 
 
Standard Specification:- 
 
Trailer: Single unbraked axle with 700mm dia. wheels and mudguards. Aluminium treadplate and 
painted finish. 4 x galvanised manual jack stabilizers. Tow bar with pintle hitch. 
Intake elevator with large sack reception hopper (trailer height) and feed slide. 
Aspiration unit with cyclone. 
Rotary cleaner. 
Indented cylinder (for broken grains) 
Chemical applicator in mild steel painted finish c/w pump metering package with tank and agitator. 
Generators set. 
Control panel. 
Wiring loom. 
Square tarpaulin and simple support frame. 
Tool kit for running maintenance and repairs. 



 

Optional Extras:  
 
Intake elevator from ground level. 
Double sprung axle with braking mechanism and indicator light package. 
Extra indented cylinder (for long grain impurities: weed seeds etc.) 
Gravity separator for separation of light and heavy impurities by specific bulk density. 
Stainless steel upgrade to chemical applicator. 
Plug sockets for easy mounting and dismantling of machinery. 
Spare screens for cleaner, covers for indented cylinder and decks for gravity separator available. 
 

 
 

Above Photograph: 1 tonne/ hour seed cleaning plant supplied to Eritrea. 
 
Consists of: Intake conveyor from ground level, aspirator, rotary cleaner, indented cylinders (x2), 
gravity separator, chemical applicator and bagging facility. Generator and control panel, all prewired. 
 

  
LHS shot: Control panel, indented cylinders and  
generator set. 

RHS shot: Aspirator and cyclone, elevator, rotary  
cleaner and gravity separator. 

 


